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RDMA (Remote Direct
Memory Access)

User * Directly read/write remote memory
* Bypassing kernel
Memory « Memory zero copy

RDMA

* Benefits
— Low latency
— High throughput
— Low CPU utilization



Things have worked well in HPC
e Special hardware
* Few applications

e Cheaper developer
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Things have worked well in HPC

e Special hardware
* Few applications

e Cheaper developer

What about datacenters?

e Commodity, cheaper hardware
e Many (changing) applications

e Resource sharing and isolation
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Userspace q Fat appllcatlon§
No resource sharing
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. On-NIC SRAM
Userspace : 1. Fetches and caches page table entries
2. Stores secret keys for every consecutive memory
region
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Implementing Remote memset

Native RDMA

struct pingpong_context xctx;
ctx = calloc(1, *ctx);

ctx->size = size;

ctx->rx_depth = rx_depth;

ctx->buf = malloc(roundup(size, page_size));

memset (ctx->buf, 0x7b + is_server, size);

ctx->context = ibv_open_device(ib_dev);

ctx=>channel = NULL;

ctx->pd = ibv_alloc_pd(ctx->context);

ctx->mr = ibv_reg_mr(ctx->pd, ctx->buf, size,IBV_ACCESS_LOCAL_WRITE|IBV_ACCESS_REMOTE_WRITE);

ctx->cq = ibv_create_cq(ctx->context, rx_depth + 1, NULL, ctx->channel, 0);

ctx->qp = ibv_create_gp(ctx->pd, &attr);
ibv_modify_gp(ctx->qp, &attr,IBV_QP_STATE|IBV_QP_PKEY_INDEX|IBV_QP_PORT |IBV_QP_ACCESS_FLAGS);

struct ibv_sge sg;

struct ibv_send_wr wr;
struct ibv_send_wr xbad_wr;
memset (&wr, 0, (wr));
memset(&sg, 0, (sg));

sg.addr = (uintptr_t)buf_addr;
sg. length = buf_size;
sg. lkey = ctx->mr->1lkey;

wr.wr_id = 0;

wr.sg_list = &sg;

wr.num_sge = 1;

wr.opcode = IBV_WR_RDMA_READ;
wr.send_flags = IBV_SEND_SIGNALED;
wr.wr.rdma. remote_addr = remote_address
wr.wr.rdma.rkey = remote_key;

ibv_post_send(qp, &wr, &bad_wr);
struct ibv_wc wc[2];
ibv_poll_cq(ctx->cq, 2, wc);

ctx;

20



Implementing Remote memset

struct pingpong_context xctx;
ctx = calloc(1, *ctx);
ctx->size = size;

ctx->rx_depth = rx_depth;

ctx->buf = malloc(roundup(size, page_size));

memset (ctx->buf, 0x7b + is_server, size);

ctx->context = ibv_open_device(ib_dev);

ctx=>channel = NULL;

ctx->pd = ibv_alloc_pd(ctx->context);

ctx->mr = ibv_reg_mr(ctx->pd, ctx->buf, size,IBV_ACCESS_LOCAL_WRITE|IBV_ACCESS_REMOTE_WRITE);

ctx->cq = ibv_create_cq(ctx->context, rx_depth + 1, NULL, ctx->channel, 0);

LITE_join(IP);

ctx->qp = ibv_create_gp(ctx->pd, &attr);

ibv_modify_gp(ctx->qp, &attr,IBV_QP_STATE|IBV_QP_PKEY_INDEX | IBV_QP_PORT | IBV_QP_ACCESS_FLAGS); uin64_t 1lh = LITE_malloc(node, size);

LITE_memset(1lh, @, offset, size);

struct ibv_sge sg;

struct ibv_send_wr wr;
struct ibv_send_wr xbad_wr;
memset (&wr, 0, (wr));
memset(&sg, 0, (sg));

sg.addr = (uintptr_t)buf_addr;
sg. length = buf_size;
sg. lkey = ctx->mr->1lkey;

wr.wr_id = 0;

wr.sg_list = &sg;

wr.num_sge = 1;

wr.opcode IBV_WR_RDMA_READ;
wr.send_flags = IBV_SEND_SIGNALED;
wr.wr.rdma. remote_addr = remote_address
wr.wr.rdma.rkey = remote_key;

ibv_post_send(qp, &wr, &bad_wr);
struct ibv_wc wc[2];
ibv_poll_cq(ctx->cq, 2, wc);

ctx;

20



Implementing Remote memset

struct pingpong_context xctx;
ctx = calloc(1l, sizeof *ctx);

ctx->size = size;

ctx->rx_depth = rx_depth;

ctx->buf = malloc(roundup(size, page_size));
memset (ctx->buf, 0x7b + is_server, size);
ctx->context = ibv_open_device(ib_dev);

~ LITE join(IP):

- - ,

uin64 t 1h = LITE malloc(node, size):
LITE memset(1lh, @, offset, size);

LooNOOU&E WN =

STruct 1DV_SEend_Wr *Dad_Wr;
memset(&wr, 0, sizeof(wr));
memset(&sg, @, sizeof(sg));

/* setup all required metadata for a write requestx/
sg.addr = (uintptr_t)buf_addr;

sg. length = buf_size;

sg. lkey = ctx->mr->lkey;

wr.wr_id = 0;

wr.sg_list = &sg;

wr.num_sge = 1;

wr.opcode IBV_WR_RDMA_READ;
wr.send_flags = IBV_SEND_SIGNALED;
wr.wr.rdma. remote_addr = remote_address
wr.wr.rdma.rkey = remote_key;

/* send out the request x,

ibv_post_send(qgp, &wr, &bad_wr);

struct ibv_wc wc[2];

ibv_poll_cq(ctx->cq, 2, wc); /* busy poll until getting completion */

return ctx;




Implementing Remote memset

struct pingpong_context xctx;
ctx = calloc(1l, sizeof *ctx);

ctx->size = size;

ctx->rx_depth = rx_depth;

ctx->buf = malloc(roundup(size, page_size));
memset (ctx->buf, 0x7b + is_server, size);
ctx->context = ibv_open_device(ib_dev);

~ LITE join(IP):

- - ,

uin64 t 1h = LITE malloc(node, size):
LITE memset(1lh, @, offset, size);

LooNOOU&E WN =

STruct 1DV_SEend_Wr *Dad_Wr;
memset(&wr, 0, sizeof(wr));
memset(&sg, @, sizeof(sg));

/* setup all required metadata for a write requestx/
sg.addr = (uintptr_t)buf_addr;

sg. length = buf_size;

sg. lkey = ctx->mr->lkey;

wr.wr_id = 0;

wr.sg_list = &sg;

wr.num_sge = 1;

wr.opcode IBV_WR_RDMA_READ;
wr.send_flags = IBV_SEND_SIGNALED;
wr.wr.rdma. remote_addr = remote_address
wr.wr.rdma.rkey = remote_key;

/* send out the request x,

ibv_post_send(qgp, &wr, &bad_wr);

struct ibv_wc wc[2];

ibv_poll_cq(ctx->cq, 2, wc); /* busy poll until getting completion */

return ctx;




All problems In computer
science can be solved by
another level of indirection

Butler Lampson

21



All problems In computer
science can be solved by
another level of indirection

Butler Lampson David Wheeler

21



All problems In computer
science can be solved by
another level of indirection

Butler Lampson David Wheeler

except for the problem of too
many layers of indirection

- David Wheeler 21




Main Challenge:
How to preserve the

performance benefit
of RDMA?
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Design Principles
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Design Principles

1.Indirection only at local for one-sided RDMA
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Outline
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Onload Costly Operations
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Onload Costly Operatlons

Perform address mapping and protection in kernel
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Avoid Hardware Indirection
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PTES
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Challenge: How to eliminate hardware indirection
without changing hardware?
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Avoid Hardware Indirection
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Challenge: How to eliminate hardware indirection
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* Register with physical address — no need for any PTEs
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LITE RDMA:Size of MR Scalability
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LITE RDMA:Size of MR Scalability
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LITE-RDMA Latency
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LITE only adds a very slight overhead
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LITE RPC

RPC communication using two RDMA-write-imm

One global busy poll thread

Separate LMRs at server for different RPC clients

Hide syscall cost behind performance critical path

Benefits
— Low latency

— Low memory utilization
— Low CPU utilization
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LITE Appllcatlon Effort

Application LOC using LITE Student Days
_ITE-Log 330 36 1
_ITE-MapReduce 600" 49 4
_ITE-Graph 1400 20 14
_ITE-Kernel-DSM 3000 45 26
_ITE-Graph-DSM 1300 0 5

e Simple to use
* Needs no expert knowledge
* Flexible, powerful abstraction

e Easy to achieve optimized performance

* LITE-MapReduce ports from the 3000-LOC Phoenix with 600 lines of change or addition
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MapReduce Results

e | ITE-MapReduce adapted from Phoenix [1]
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[1]: “Ranger etal., Evaluating MapReduce for Multi-core and Multiprocessor Systems. (HPCA 07)” 36



MapReduce Results

e | ITE-MapReduce adapted from Phoenix [1]

25

| Hadoop
23 M Phoenix
B LITE
_- —

N
o0 —
|

Runtime (sec)

AN

LITE-MapReduce outperforms Hadoop

by 4.3x to 5.3x

[1]: “Ranger etal., Evaluating MapReduce for Multi-core and Multiprocessor Systems. (HPCA 07)” 306



Graph Results

* LITE-Graph built directly on LITE using PowerGraph design

* Grappa and PowerGraph
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Graph Results

* LITE-Graph built directly on LITE using PowerGraph design

* Grappa and PowerGraph
10

8 LITE-Graph

B Grappa
B PowerGraph

LITE-Graph outperforms PowerGraph
by 3.5x to 5.6x




Conclusion

 LITE virtualizes RDMA into flexible abstraction
e LITE preserves RDMA’s performance benefits

* Indirection not always degrade performance!
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Conclusion

LITE virtualizes RDMA into flexible abstraction
LITE preserves RDMA’s performance benefits

Indirection not always degrade performance!

Division across user space, kernel, and hardware
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Thank you
Questions?

Get LITE at: https://qgithub.com/Wuklab/LITE
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